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578 Edina (includes Southdale Transit | Commuter express
Center), downtown Minneapolis service (TH 62 and I-
35W) during a.m. and
p.m. rush hours
587 Edina, downtown Minneapolis Commuter express

service (TH 100 and |-
394) during a.m. and
p.m. rush hours,
weekdays

631 (Southwest
Metro Transit)

Chanhassen, Eden Prairie, Edina
(Southdale Transit Center)

Weekday service,
morning through evening;
approximately 10 runs
per day each direction

Note: all routes are Metro Transit with the exception of 631, which is Southwest Metro Transit.
Routes 538 and 539 comprise what is termed Bloomington-Edina (B-E) Area Transit Service,
which is planned and financed by Metro Transit, but is contracted out to private operators. B-E
service uses smaller van-type buses rather than full-sized 40-foot buses.,

Pedestrian Facilities

The existing and proposed network of sidewalks and pathways serving the City
of Edina is depicted on Figure 7.10. Potential future sidewalk strategies and
improvements are further addressed in Section 7.3.
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Bicycle Facilities
The existing and proposed Bicycle facilities are depicted on Figure 7.11.

In 2006, the City initiated the Bike Edina Task Force (BETF), made up of
interested citizens and City staff. The City of Edina applied for and received a
Blue Cross Blue Shield Physical Activity Promotion grant to prepare a
Comprehensive Bicycle Transportation Plan. This document has been prepared
under the supervision of the BETF. Its primary findings and recommendations
are summarized in Section 7.3 of this chapter. The full plan is attached as
Appendix T-2.

7.3 TRENDS AND CHALLENGES
Roadway Network Planning

Traffic Forecasting

To evaluate and plan for future network improvements, it is necessary to project
what future traffic levels will be. Consistent with Metropolitan Council guidelines,
traffic forecasts were made for the year 2030. These forecasts were made using
the Metropolitan Council Regional Model.

The foundation of the traffic forecasting model is the use of Transportation
Analysis Zones (TAZs). The boundaries of TAZs within the metropolitan area are
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